


Series 500 / 600
Conference Centres, Hotels, Education, Offices, Sports and 
Leisure Facilities 

Series 500 is a top hung individual panel system with retractable  
seals top and bottom allowing panels to glide effortlessly into 
position. Series 600 is the highest specification range, with acoustic 
insulation capable of achieving up to 59dB. Acoustically compliant 
to BB93.

Series 200
Offices, Education, Community Centres, Sport Halls, 
Hospitals

The 200 series is continuously hinged with multi-pronged sweep 
seals providing excellent contact with the floor and head track 
ensuring good onsite acoustic performance. Sound reduction from 
25 – 48dB. This system may be either top hung or floor supported 
according to structural support availability.

Series 220
Education, Care Homes, Apartments, Offices

Simple yet effective, the 220 Series is a contemporary solution to 
the space limitations of a traditional hinged door. Sliding into either 
a specially formed pocket or beside the opening, this is available as 
a solid acoustic screen or incorporating vision panels.

Series 800
Schools, Colleges, Hospitals, Churches, Sports Halls

The 800 Series is a vinyl concertina option for projects where 
budget is a factor without compromising quality. Fabric faced metal 
pantograph frame with top and bottom sweep strips to ensure an 
acoustic seal, available from 15 – 35db. Finished in a hardwearing, 
easily cleanable, flame retardant vinyl to ensure longevity.  



Technical Specifications
Nominal thickness 100 mm
Min. panel width 650 mm
Max. panel width 1250 mm
Max. clear opening height:

Series 500 4500 mm
Series 600 10000 mm

Sound insulation range:
Series 500 / 600        RW 41 - 59 dB

 Tested to: ISO 140/3 & EN 20140/3 Standard.

High acoustic performance up to 59db
Acoustically tested passdoors
Vast selection of finishes - inc veneer, laminate etc
Flexible division with various stacking options
Top hung with no floor tracks
Fire rated options available
Panels can be manufactured up to 10,000 mm high
Semi automatic system available

Acoustically divide conference / seminar 
rooms, class rooms, function rooms, 
office space & community halls 
The multi award winning 500 / 600 Series is truly at the 
head of its class. UK manufactured, this top hung system 
allows limitless stacking solutions.

Acoustic infill combined with interlocking edge profiles 
with unique seal interfaces giving up to 59dB sound block 
performance. Unrivalled seal pressure of 2KN per linear 
metre is possible by our unique rapid action scissor jack 
mechanism ensuring excellent onsite acoustic performance. 
Our mechanism also performs within site restrictions or 
constraints such as uneven floors and deflections. Magnetic 
profiles complement precision engineered roller and track 
systems allowing effortless operation. Unique roller locking 
mechanism guarantees panel alignment in the long term.

All systems are acoustically tested to ISO 140-3 and 
certified for shock impact, endurance, thermal insulation 
and stability.  

Available in a range of finishes including laminate, white 
marker, veneer, digi-art or primed for onsite decorating. 

Panel Abutment Detail
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